
VR 130VR 1302 Head Mono Video Recorder

• Plug & Play
• NTSC Playback

Silver Shadow



VR130/58 VR130/39 VR130/07 VR130/02
TV Systems Off Air PAL B/G, PAL D/K, PAL B/G, SECAM L/L, PAL I PAL B/G

SECAM B/G, SECAM D/K SECAM B/G
OSD Menu Languages English, Russian Cyrillic Dutch, French, German English Dutch, English, French,

German, Italian, Spanish
Record Speed Long Play, Standard Play Standard Play Long Play, Standard Play Long Play, Standard Play
Record Speed Selection Per Menu – Per Menu Per Menu
Record / Playback Standard MESECAM, PAL MESECAM, PAL, SECAM PAL PAL
EXT2 – Black, Euro CVBS in, – –

Euro Decoder

VR 130VR 1302 Head Mono Video Recorder

Product Highlights

• Digital Studio Picture Control
Digital Studio Picture Control keeps checking the quality of your videotapes and
reproduces the best possible picture performance.
Philips’ Digital Studio Picture Control optimises the playback quality. It measures the
characteristics of the tape, adapts the resolution and reduces the picture noise.

Product information

Reception - Installation
• Tuner: Hyperband, UHF,VHF
• Tuning - Presets: PLL, CH entry, 99 presets
• Sound Systems: Mono

User Interface
• Picture Improvement System: Digital Studio Picture Control
• Audio Recording Level: Automatic
• Special Features: Auto Standby

On Tape Standard
• Additional Playback Standard: NTSC Playback on PAL TV

Remote Control Unit
• Remote Control - Type Number: RT210/111
• Remote Control - Codes: VCR1,TV Commands

Connectors Rear
• EXT1: Black, Euro CVBS in/out
• Terrestrial Antenna In/Out: 75 Ohms (IEC type)

Tape Deck
• Number of Video / FM Audio / Flying Erase Heads: 2 / 0 / 0
• Play: +1, Repeat
• Still Features: Standard
• Head Cleaning: Automatic
• Tape Counter: Linear Relative (h.m.s)
• Winding / Rewinding Time (E180): 240 sec.

Programming
• Number of Events: 8/year
• Programming System: Manual Timer, One Touch Recording

General
• Voltage: 198 - 264 V
• Frequency: 50Hz
• Backup Presets: 1yr
• Backup Clock - Calendar - Timer Event: 1mn
• Power Consumption SB in Watts: <4
• Set Size - W x D x H in mm: 360 x 230 x 93
• Packaging - W x D x H in mm: 426 x 290 x 181
• Equipement Supplied: Aerial Cable, Batteries for RC

Subject to modification without notice


